
POWERGATE SERIES 
HVAC AND PUMP CONTROL PANEL SYSTEMS



Our Factory Automation business is 
focused on "Automating the World" 
to make it a better, more sustainable 
environment supporting manufactur-
ing and society, celebrating diversity 
and contributing towards an active 
and fulfilling role.

Mitsubishi Electric is involved in many areas including the following:

Energy and Electric Systems
A wide range of power and electrical products from generators to large-scale displays.

Electronic Devices
A wide portfolio of cutting-edge semiconductor devices for systems and products.

Home Appliance
Dependable consumer products like air conditioners and home
entertainment systems.

Information and Communication Systems
Commercial and consumer-centric equipment, products and systems.

Industrial Automation Systems
Maximizing productivity and efficiency with cutting-edge automation technology.

The Mitsubishi Electric Group is actively solving 
social issues, such as decarbonization and labor 
shortages, by providing production sites with 
energy-saving equipment and solutions that utilize 
automation systems, thereby helping towards a 
sustainable society.



MITSUBISHI ELECTRIC US, 
INDUSTRIAL AUTOMATION

PERFORMANCE – Constant innovation and iterative 
improvements deliver industry-leading performance for 
the most demanding applications.

�COMPATIBILITY – We deliver unparalleled forward 
migration and backward compatibility, so you can 
upgrade and deploy new products while protecting legacy 
equipment investments.

Let’s change the future together.

Mitsubishi Electric US, Industrial Automation’s strength 
comes from the fact that we’re a large global company and 
a single-source provider of game-changing technologies. 
We design and manufacture every core automation 
technology and continuously set new standards for:

QUALITY – Our solutions have fewer out-of-box failures 
and 10X lower repair rate than other industry leaders.

Our Solutions Deliver

Our Factory Automation business is 
focused on "Automating the World" 
to make it a better, more sustainable
environment supporting manufactur-
ing and society, celebrating diversity
and contributing towards an active 
and fulfilling role.

Mitsubishi Electric is involved in many areas including the following:

Energy and Electric Systems
A wide range of power and electrical products from generators to large-scale displays.

Electronic Devices
A wide portfolio of cutting-edge semiconductor devices for systems and products.

Home Appliance
Dependable consumer products like air conditioners and home
entertainment systems.

Information and Communication Systems
Commercial and consumer-centric equipment, products and systems.

Industrial Automation Systems
Maximizing productivity and efficiency with cutting-edge automation technology.

The Mitsubishi Electric Group is actively solving 
social issues, such as decarbonization and labor 
shortages, by providing production sites with 
energy-saving equipment and solutions that utilize 
automation systems, thereby helping towards a 
sustainable society.
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Base System Includes:
•	 NEMA 1, NEMA 3R or NEMA 12 enclosure 

•	 Radio noise filter

•	 3-contactor bypass standard

•	 Non-bypass and manual bypass versions

•	 Bi-directional ‘anti-windmill’ feature

•	 Adjustable class 20 overload relay

•	 DC link choke

•	 RS-485 communications: BACnet MS/TP and  
MODBUS RTU

•	 Mitsubishi Electric US, Industrial Automation’s ‘Energy 
Optimization’ System

•	 5-second power dip ride-through

•	 2 independent PID control loops

•	 4-20mA programmable analog output signal

•	 65kA SCCR short circuit rating

•	 2-year standard warranty

•	 5-year extended warranty with start-up service

•	 Optional input reactor (3 or 5%)

•	 Damper vane control

•	 Extended analog outputs

•	 Hand-off-auto with potentiometer

•	 Programming and display keypad and speed setting dial

•	 For NEMA 3R versions: Stainless steel enclosure 
option available

•	 Extended communications: 
	� Metasys N2
	� LonWorks
	� Siemens FLN (P1, Apogee)
	� EtherNet/IP
	� MODBUS TCP/IP
	� BACnet IP
	� PROFINET

POWERGATE H OVERVIEW

PowerGate H is Mitsubishi Electric US, Industrial Automation’s engineered VFD panel solution for HVAC and pumping 
applications, combining advanced variable speed control, energy efficiency, and reliable motor performance in a compact, 
space-saving design. Built on the proven FR-F800 Fan & Pump Drive platform, PowerGate H optimizes the operation of 
fans, pumps and compressors while reducing energy consumption and operating costs. 

Available in bypass and non-bypass configurations, PowerGate H delivers a complete, ready-to-install solution with 
integrated communications, flexible enclosure options, and industry-leading drive technology. Designed for commercial, 
industrial, and municipal facilities, it provides the performance, reliability, and simplicity needed to keep critical HVAC and 
pumping systems running efficiently.
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Advanced Pump and Fan Control

Anti-Clog Features Built-in
PowerGate users have the ability to pre-program the anti-
clogging feature on the FR-F800 Series VFD. This feature 
eliminates the need for manual cleaning by performing a 
sub routine that detects clogs in the pump and alternates 
pump shaft rotation to free the impeller of foreign debris.

FR-F800 VFDs come standard with auto-tuning and load 
detection. Auto-tuning reduces time spent programming 
by determining the most efficient parameter settings for 
the system. Once auto-tuning is complete, the FR-F800 
will automatically create a fault when overload or under-
load conditions exist. These valuable features reduce 
commissioning time and system downtime by proactively 
setting up the ideal parameters and alerting when system 
conditions fall outside of ideal settings.

Independent PID Loops
Independent PID loops enable simultaneous control of 
electric motor operation and external equipment.  
This important feature eliminates the need of an external 
PID controller to manage auxiliary equipment or critical 
sensing devices required to ensure proper system 
operation.

Example of the  
pre-charge operation 
(Ending the pre-charge 
operation based on the 
measured value)

Output 
frequency

Maximum
frequency

Frequency
range 3/4

Frequency
range 1/2

Frequency
range 1/4

Minimum
frequency

Torque 1
Torque 2

Torque 3

Torque 4

Torque 5

Overload range
Clogged filter, 

clogged pipe, etc.

Torque

Fault detection 
width

Light load range
Broken belt,

broken blade,
idling, etc.
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PowerGate H: How-to-Order Code

Symbol Options

Damper Vane Actuator Relay Fitted 

Hand-Off-Auto Switch with Potentiometer 
(Not available in Basic Bypass)

Extended Analog Output

Alphanumeric Keypad

120 Watt Enclosure Heater

Stop / Start / Reset

E-stop Pushbutton

Power On / Fault / Running / Pilot Light

BYPASS Pilot Light

Surge Arrestor

Hour Meter

Drive Trip/Run Relay (Non-bypass Only)

Up to 7 options may be selected. 
Contact the sales office if more than 7 options are required.
* Not available in basic bypass
** Not available in H1-NEMA1

Symbol Horsepower Rating

001 – 075

001 – 600

001 – 600

1 – 75 HP* NEMA 1

1 – 600 HP* NEMA 12

1 – 600 HP* NEMA 3R

Symbol Input Voltage

2 208 – 240V

4 380 – 480V

6 472 – 660V

Symbol

D DC Link Choke (included)

3 3% Input Reactor (option)

5 5% Input Reactor (option)

Symbol Bypass Type

N Non-Bypass

B Basic Bypass

Symbol

C UL489 Circuit Breaker

F Fused Disconnect (200kA) (option)

Symbol

1 NEMA 1

2 NEMA 12

3 NEMA 3R

H

Disconnect Type

Enclosure Type

Choke/Reactor Type

* Maximum HP varies according to voltage and 
enclosure type.

Symbol

R
Enhanced RS-485 capability 
Siemens FLN, Metasys N2 (Modbus RTU 
and BACnet, MS/TP are standard)

 

L LONWORKS

E
Ethernet Communications (EtherNet/IP, 
Modbus TCP/IP, BACnet IP, PROFINET) 

Select one option if required.
* For current network list, please contact sales.

A

B*

C

G

F**

I**

K**

M**

P**

Q**

S**

T**

Network Type*

Note: 3% and 5% input reactors are available in 
non-bypass NEMA 1. Consult factory for pricing. 
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PowerGate ‘H’ Series VFD Basic Bypass System – NEMA 1

Basic Product with 
Circuit Breaker & 3 
Contactor Bypass 

VFD System

208V–240V Based Panel 
Size

480V Based VFD System Panel 
Size

600V Based VFD System Panel 
Size

hp kW Model Number Amps Model Number Amps Model Number Amps
1 1 H1C2001BD 4.6 N1A H1C4001BD 2.3 N1A H1C6001BD 2.7 N1A
2 1.5 H1C2002BD 7.7 N1A H1C4002BD 3.8 N1A H1C6002BD 2.7 N1A
3 2.2 H1C2003BD 10.5 N1A H1C4003BD 5.2 N1A H1C6003BD 2.7 N1A
5 3.7 H1C2005BD 16.7 N1A H1C4005BD 8.3 N1A H1C6005BD 6.1 N1A

7.5 5.5 H1C2007BD 25 N1A H1C4007BD 12.6 N1A H1C6007BD 9 N1A
10 7.5 H1C2010BD 34 N1B H1C4010BD 17 N1B H1C6010BD 17 N1B
15 11 H1C2015BD 49 N1B H1C4015BD 25 N1B H1C6015BD 17 N1B
20 15 H1C2020BD 63 N1B H1C4020BD 31 N1B H1C6020BD 32 N1B
25 18.5 H1C2025BD 74.8 N1C H1C4025BD 38 N1B H1C6025BD 32 N1B
30 22 H1C2030BD 88 N1C H1C4030BD 40 N1C H1C6030BD 32 N1C
40 30 H1C2040BD 125 N1D H1C4040BD 52 N1C H1C6040BD 45 N1C
50 37 N/A N/A N/A H1C4050BD 70 N1D H1C6050BD 68 N1D
60 45 N/A N/A N/A H1C4060BD 85 N1D H1C6060BD 68 N1D

75 55 N/A N/A N/A H1C4075BD 106 N1D H1C6075BD 108 N1D

System Dimensions 
240V: 1, 2, 3, 5, & 7.5 HP  
480V: 1, 2, 3, 5, & 7.5 HP
600V: 1, 2, 3, 5, & 7.5 HP

N1A

System Dimensions
240V: 10, 15, & 20 HP 
480V: 10, 15, 20, & 25 HP
600V: 10, 15, 20, & 25 HP

N1B

 6.500 

 5.338 

 44.000  32.257 

 44.000 

 6.512 

 8.953 

 9.728 

 11.162 

 8.338 

 53.000  39.716 

 9.500 

 53.000 

 7.654 

 12.195 

 11.463 

 13.605 
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System Dimensions
240V: 25 & 30 HP
480V: 30 & 40 HP
600V: 40 HP

System Dimensions 
240V: 40 HP
480V: 50, 60, & 75 HP
600V: 50, 60, & 75 HP

 23.937 

 65.882 

 65.354 

 63.811  65.480 

 14.746 

 14.529 

 15.532 

 63.000  45.716 

 13.000 

 11.838 

 63.000 

 14.820 

 13.921 

 8.441 

 16.246 

N1C N1D

Basic Bypass Control Face Plate NEMA 1 Frame A		

Basic Bypass Control Face Plate NEMA 1 Frame B, C and D		

Control Face Plates – NEMA1
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Standard 
Product with 

Circuit Breaker 
Non-Bypass VFD 

System

208V–240V Based VFD 
System Panel 

Size
480V Based VFD System Panel 

Size
600V Based VFD System

Panel Size

hp kW Model Number Amps Model Number Amps Model Number Amps

1 1 H1C2001ND 4.6 N1A H1C4001ND 2.3 N1A H1C6001ND 2.7 N1A

2 1.5 H1C2002ND 7.7 N1A H1C4002ND 3.8 N1A H1C6002ND 2.7 N1A

3 2.2 H1C2003ND 10.6 N1A H1C4003ND 5.2 N1A H1C6003ND 6.1 N1A

5 3.7 H1C2005ND 16.7 N1A H1C4005ND 8 N1A H1C6005ND 6.1 N1A

7.5 5.5 H1C2007ND 25 N1A H1C4007ND 12.6 N1A H1C6007ND 9 N1A

10 7.5 H1C2010ND 34 N1B H1C4010ND 17 N1B H1C6010ND 17 N1B

15 11 H1C2015ND 49 N1B H1C4015ND 25 N1B H1C6015ND 17 N1B

20 15 H1C2020ND 63 N1B H1C4020ND 31 N1B H1C6020ND 32 N1B

25 18.5 H1C2025ND 77 N1C H1C4025ND 38 N1B H1C6025ND 32 N1B

30 22 H1C2030ND 93 N1C H1C4030ND 47 N1C H1C6030ND 32 N1B

40 30 H1C2040ND 125 N1D H1C4040ND 62 N1C H1C6040ND 45 N1C

50 37 N/A N/A N/A H1C4050ND 77 N1D H1C6050ND 68 N1D

60 45 N/A N/A N/A H1C4060ND 96 N1D H1C6060ND 68 N1D

75 55 N/A N/A N/A H1C4075ND 116 N1D H1C6075ND 108 N1D

PowerGate ‘H’ Series VFD Non-Bypass System – NEMA 1

N1A N1B

System Dimensions (*1): 
240V: 1, 2, 3, 5, & 7.5 HP
480V: 1, 2, 3, 5, & 7.5 HP
600V: 1, 2, 3, 5, & 7.5 HP

System Dimensions (*1): 
240V: 10, 15, & 20 HP
480V: 10, 15, 20, & 25 HP
600V: 10, 15, 20, 25, & 30 HP

* Note 1: Larger dimensions are for models with 3% and 5% line reactors.
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System Dimensions (*1):
240V: 25 & 30 HP  
480V: 30 & 40 HP  
600V: 40 HP

System Dimensions
240V: 40 HP
480V: 50, 60, & 75 HP
600V: 50, 60, & 75 HP

N1C N1D

* Note 1: Larger dimensions are for models with 3% and 5% line reactors.

PowerGate ‘H’ Series Non-Bypass System – NEMA 12

Non-Bypass with Circuit Breaker 208V–240V Based VFD System 
Panel Size 

480V Based VFD System 
Panel Size 

VFD System hp kW Model Number Amps Model Number Amps 
1 1 H2C2001N 4.6 N12A H2C4001N 2.3 N12A 
2 1.5 H2C2002N 7.7 N12A H2C4002N 3.8 N12A
3 2.2 H2C2003N 10.5 N12A H2C4003N 5.2 N12A
5 3.7 H2C2005N 16.7 N12A H2C4005N 8.3 N12A

7.5 5.5 H2C2007N 25.0 N12A H2C4007N 12.6 N12A
10 7.5 H2C2010N 34.0 N12B H2C4010N 17.0 N12B 
15 11.0 H2C2015N 49.0 N12B H2C4015N 25.0 N12B
20 15.0 H2C2020N 63.0 N12B H2C4020N 31.0 N12B
25 18.5 H2C2025N 77.0 N12B H2C4025N 38.0 N12B
30 22.0 H2C2030N 88.0 N12B H2C4030N 47.0 N12B
40 30.0 H2C2040N 125.0 N12B H2C4040N 62.0 N12B
50 37.0 H2C2050N 154.0 N12C H2C4050N 77.0 N12C 
60 45.0 H2C2060N 187.0 N12D H2C4060N 93.0 N12D 
75 55.0 H2C2075N 233.0 N12D H2C4075N 116.0 N12D
100 75.0 H2C2100N 316.0 N12F H2C4100N 158.0 N12D
125 90.0 H2C2125N 380.0 N12F H2C4125N 180.0 N12D
150 110.0 H2C2150N 475.0 N12F H2C4150N 216.0 N12E 
200 150.0 N/A N/A N/A H2C4200N 260.0 N12E
250 185.0 N/A N/A N/A H2C4250N 325.0 N12F 
300 225.0 N/A N/A N/A H2C4300N 361.0 N12F
350 260.0 N/A N/A N/A H2C4350N 432.0 N12G 
400 300.0 N/A N/A N/A H2C4400N 481.0 N12G
450 335.0 N/A N/A N/A H2C4450N 547.0 N12G
500 373.0 N/A N/A N/A H2C4500N 610.0 N12G
600 447.0 N/A N/A N/A H2C4600N 683.0 N12G
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PowerGate ‘H’ Series VFD Bypass System – NEMA 12

System Dimensions 
240V: 10, 15, 20, 25, 30, & 40 HP
480V: 10, 15, 20, 25, 30, & 40 HP
600V: N/A

System Dimensions 
240V: 50 HP
480V: 50 HP
600V: N/A

24.2 13.7

32.5
30.0

30.2 17.7

38.5

36.0

17.536.2

48.0

50.5

System Dimensions 
240V: 60 & 75 HP
480V: 60, 75, 100, & 125 HP
600V: N/A

N12B

N12C N12D

System Dimensions 
240V: 1, 2, 3, 5, 7.5 HP
480V: 1, 2, 3, 5, 7.5 HP
600V: N/A

N12A

62.5 12.0

26.5

24.0
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System Dimensions 
240V: 100, 125 & 150 HP 
480V: 250 & 300 HP
600V: N/A

System Dimensions 
240V: N/A
480V: 350, 400, 450, 500, & 600 HP
600V: N/A

72.0

75.0

40.0 18.0

90.0

93.1

48.0 24.0

N12F

N12G

System Dimensions 
240V: N/A
480V: 150 & 200 HP
600V: N/A

17.636.2

62.5

60.0

N12E

12

Typical non-bypass control faceplate NEMA 3R. 

For additional options, see How-to-Order code.



PowerGate ‘H’ Series Non-Bypass Systems – NEMA 3R
Standard Product with 

Circuit Breaker 
208V–240V Based VFD 

System Panel 
Size 

480V Based VFD System 
Panel 
Size 

600V Based VFD System 
Panel 
Size 

hp kW Model 
Number Amps Model Number Amps Model Number Amps 

1 1 H3C2001N 4.6 N3RA H3C4001N 2.3 N3RA H3C6001N 2.3 N3RA 
2 1.5 H3C2002N 7.7 N3RA H3C4002N 3.8 N3RA H3C6002N 3.8 N3RA
3 2.2 H3C2003N 10.6 N3RA H3C4003N 5.2 N3RA H3C6003N 5.2 N3RA
5 3.7 H3C2005N 16.7 N3RA H3C4005N 8.3 N3RA H3C6005N 8.3 N3RA

7.5 5.5 H3C2007N 25.0 N3RA H3C4007N 12.6 N3RA H3C6007N 12.6 N3RA
10 7.5 H3C2010N 34.0 N3RB H3C4010N 17.0 N3RB H3C6010N 17.0 N3RB 
15 11 H3C2015N 49.0 N3RB H3C4015N 25.0 N3RB H3C6015N 25.0 N3RB
20 15 H3C2020N 63.0 N3RB H3C4020N 31.0 N3RB H3C6020N 31.0 N3RB
25 18.5 H3C2025N 77.0 N3RB H3C4025N 38.0 N3RB H3C6025N 38.0 N3RB
30 22 H3C2030N 93.0 N3RB H3C4030N 47.0 N3RB H3C6030N 47.0 N3RB
40 30 H3C2040N 125.0 N3RB H3C4040N 62.0 N3RB H3C6040N 62.0 N3RB
50 37 H3C2050N 154.0 N3RC H3C4050N 77.0 N3RC H3C6050N 77.0 N3RC 
60 45 H3C2060N 187.0 N3RD H3C4060N 93.0 N3RD H3C6060N 93.0 N3RD 
75 55 H3C2075N 233.0 N3RD H3C4075N 116.0 N3RD H3C6075N 116.0 N3RD
100 75 H3C2100N 316.0 N3RF H3C4100N 180.0 N3RD H3C6100N 180.0 N3RD
125 90 H3C2125N 380.0 N3RF H3C4125N 180.0 N3RD H3C6125N 180.0 N3RD
150 110 H3C2150N 475.0 N3RF H3C4150N 216.0 N3RE H3C6150N 216.0 N3RE 
200 150 N/A N/A N/A H3C4200N 260.0 N3RE H3C6200N 260.0 N3RE
250 185 N/A N/A N/A H3C4250N 325.0 N3RF H3C6250N 325.0 N3RF 
300 225 N/A N/A N/A H3C4300N 361.0 N3RF H3C6300N 361.0 N3RF
350 260 N/A N/A N/A H3C4350N 432.0 N3RG H3C6350N 432.0 N3RG 
400 300 N/A N/A N/A H3C4400N 481.0 N3RG H3C6400N 481.0 N3RG
450 335 N/A N/A N/A H3C4450N 547.0 N3RG H3C6450N 547.0 N3RG
500 373 N/A N/A N/A H3C4500N 610.0 N3RG H3C6500N 610.0 N3RG
600 447 N/A N/A N/A H3C4600N 683.0 N3RG H3C6600N 683.0 N3RG

System Dimensions 
240V: 10, 15, 20, 25, 30, & 40 HP
480V: 10, 15, 20, 25, 30, & 40 HP 
600V: 10, 15, 20, 25, 30, & 40 HP

13.7
28.6

24.2

32.5

30.0

System Dimensions 
240V: 1, 2, 3, 5, & 7.5 HP
480V: 1, 2, 3, 5, & 7.5 HP
600V: 1, 2, 3, 5, & 7.5 HP

12.0

24.7

20.0

24.0

26.5

N3RA N3RB
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System Dimensions 
240V: 50 HP 
480V: 50 HP 
600V: 50 HP

System Dimensions 
240V: 60 & 75 HP
480V: 60, 75, 100, & 125 HP 
600V: 60, 75, 100, & 125 HP

17.734.7
30.2

38.5

36.0

17.5
45.3
36.2

50.5

48.0

N3RC N3RD

PowerGate ‘H’ Series VFD Bypass System – NEMA 3R

18.0
49.5
40.0

75.0

72.0

System Dimensions 
240V: 100, 125, & 150 HP
480V: 250 & 300 HP
600V: 250 & 300 HP

System Dimensions 
240V: N/A
480V: 150 & 200 HP 
600V: 150 & 200 HP

17.6
45.4
36.2

62.5

60.0

N3RE N3RF
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System Dimensions 
240V: N/A
480V: 350, 400, 450, 500, & 600 HP 
600V: 350, 400, 450, 500, & 600 HP

24.0
57.5
48.0

93.1

90.0

N3RG N3RH

24.0
81.5
72.0

90.0

93.1

System Dimensions 
240V: N/A 
480V: 350, 400, 450, 500, & 600 HP 
600V: 350, 400, 450, 500, & 600 HP

Typical non-bypass control faceplate NEMA 3R.

For additional options, see How-to-Order code.
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Mitsubishi Electric US, Industrial Automation PowerGate H Electrical Data (208V – 240V)

System 
hp

Circuit 
Breaker Fused Disconnect

DC Choke  
(MTE or Equivalent)

3% Reactor 
 (MTE or Equivalent)

5% Reactor 
 (MTE or Equivalent)

Overload 
(Mitsubishi 

or 
Equivalent)

O/L

Amp AIC
Switch 

Max 
Amps

Fuse 
Amps

Fuse 
Class AIC Range Preset

1 15 50kA 30 10 J 200kA DCA00402 4A, 
12mH

RLW-
04P801

4.8A, 
2.3mH

RLW-
07P603

7.6A, 
3mH

MT- 
32/3D5

4.0-
6.0A 4.6A

2 15 50kA 30 15 J 200kA DCA001202 12A, 
2.1mH

RLW-
07P601

7.6A, 
1.5mH

RLW-
001103

11A, 
2.1mH

MT- 
32/3D7.5

5.2-
8.0A 7.5A

3 25 50kA 30 20 J 200kA DCA001203 12A, 
5mH

RLW-
001101

11A, 
1mH

RLW-
001403

14A, 
1.6mH

MT- 
32/3D11

9.0-
13.0A 10.6A

5 40 50kA 30 30 J 200kA DCA001803 18A, 
2.75mH

RLW-
002101

21A, 
0.53mH

RLW-
002803

28A, 
0.82mH

MT- 
32/3D19

12.0-
18.0A 16.7A

7.5 60 50kA 60 45 J 200kA DCA003201 32A, 
0.85mH

RLW-
002801

28A, 
0.4mH

RLW-
003503

35A, 
0.7mH

MT- 
32/3D27

18.0-
26.0A 24.2A

10 80 50kA 60 60 J 200kA DCA004002 40A, 
0.75mH

RLW-
003501

35A, 
0.4mH

RLW-
004603

28A, 
0.4mH

MT- 
32/3D34

24.0-
34.0A 30.8

15 100 50kA 100 90 J 200kA DCA006201 62A, 
 0.32mH

RLW-
005501

55A, 
0.27mH

RLW-
005603

46A, 
0.3mH

MT- 
63/3D55S

43- 
65A 46.2A

20 150 50kA 200 110 J 200kA 80RB001 80A, 
0.31mH

RLW-
008301

83A, 
0.17mH

RLW-
008303

83A, 
0.29mH

MT95/ 
3D65S

54- 
80A 59.4A

25 175 50kA 200 150 J 200kA 110RB001 110A, 
0.25mH

RLW-
010401

104A, 
0.12mH

RLW-
010403

104A, 
0.23mH

MT-
150/3D74S

65-
100A 74.8A

30 225 50kA 200 175 J 200kA 110RB001 110A, 
0.25mH

RLW-
010401

104A, 
0.12mH

RLW-
008301

83A, 
0.17mH

MT-
150/3D93S

85-
125A 88A

40 300 50kA 200 200 J 200kA DCA012502 125A, 
0.22mH

RLW-
013001

130A, 
0.095mH

RLW-
010401

104A, 
0.12mH

MT-
225/3D153S

85-
125A 114A

50 400 50kA 400 300 J 200kA 150RB001 150A, 
0.15mH

RLW-
016001

160A, 
0.08mH

RLW-
013001

130A, 
0.095mH

MT- 
225/3D130

100-
150A 143A

60 500 50kA 400 300 J 200kA 200RB001 200A, 
0.12mH

RLW-
020001

200A, 
0.06mH

RLW-
025003

250A, 
0.095mH

MT- 
400/3D153

120-
180A 169A

75 600 50kA 400 400 J 200kA 240RB001 240A, 
0.09mH

RLW-
025001

250A, 
0.05mH

RLW-
020001

200A, 
0.06mH

MT- 
400/3D200

140-
220A 211A

100 700 50kA 600 500 J 200kA 300RB001 300A, 
0.08mH

RLW-
041401

414A, 
0.033mH

RLW-
032201

322A, 
0.05mH

MT-
800/3D350

260-
400A 273A

125 1000 50kA 600 500 J 200kA 450RB002 450A, 
0.11mH

RLW-
041401

414A, 
0.033mH

RLW-
032201

322A, 
0.05mH

MT-
800/3D350

260-
400A 343A

150 1000 50kA 800 700 J 200kA 450RB001 450A, 
0.055mH

RLW-
051501

515A, 
0.025mH

RLW-
041401

414A, 
0.033mH

MT-
800/3D350

260-
400A 396A
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Mitsubishi Electric US, Industrial Automation PowerGate Electrical Data (380V – 480V)

System 
hp

Circuit 
Breaker Fused Disconnect

DC Choke  
(MTE or Equivalent)

3% Reactor  
(MTE or Equivalent)

5% Reactor  
(MTE or Equivalent)

Overload 
(Mitsubishi 

or 
Equivalent)

O/L

Amps AIC
Switch 

Max 
Amps

Fuse 
Amps

Fuse 
Class AIC Range Preset

1 15 25kA 30 6 J 200kA DCA001203 12A,  
5mH

RLW-
02P103

2.1A, 
11mH

RLW-
02P105

2.1A, 
18mH

MT-
32/3D2.1

1.7-
2.5A 2.1A

2 15 25kA 30 6 J 200kA DCA001203 12A,  
5mH

RLW-
03P403

3.4A, 
6.8mH

RLW-
03P405

3.4A, 
11mH

MT-
32/3D3.3

2.8-
4.4A 3.4A

3 15 25kA 30 10 J 200kA DCA001203 12A,  
5mH

RLW-
04P803

4.8A, 
4.8mH

RLW-
04P805

4.8A, 
7.7mH

MT- 
32/3D5

4.0-
6.0A 4.8A

5 20 25kA 30 15 J 200kA DCA001203 12A,  
5mH

RLW-
07P603

7.6A,  
3mH

RLW-
07P605

7.6A, 
4.8mH

MT-
32/3D7.5

5.2-
8.0A 7.6A

7.5 30 25kA 30 20 J 200kA DCA001803 18A, 
2.75mH

RLW-
001103

11A, 
2.1mH

RLW-
001105

11A, 
3.3mH

MT-
32/3D11

9.0-
13.0A 11A

10 35 25kA 30 25 J 200kA DCA001803 18A, 
2.75mH

RLW-
001403

14A, 
1.6mH

RLW-
001405

14A, 
2.6mH

MT-
32/3D15

12.0-
18.0A 14A

15 60 25kA 60 40 J 200kA DCA002503 25A, 
1.275mH

RLW-
002103

21A, 
1.1mH

RLW-
002105

21A, 
1.8mH

MT-
32/3D21.5

18.0-
26.0A 21A

20 70 25kA 60 50 J 200kA DCA003202 32A, 
1.62mH

RLW-
002803

28A, 
0.8mH

RLW-
002805

28A, 
1.3mH

MT-
32/3D27

24.0-
34.0A 27A

25 90 25kA 60 60 J 200kA DCA004003 40A, 
1mH

RLW-
003503

35A, 
0.7mH

RLW-
003505

35A, 
1.2mH

MT-
32/3D34 24-34A 34A

30 100 25kA 100 70 J 200kA 50RB002 50A, 
0.97mH

RLW-
004603

46A, 
0.6mH

RLW-
004605

46A,  
1mH

MT-
63/3D42S 34-50A 40A

40 150 25kA 100 100 J 200kA 62RB004 62A, 
1.2mH

RLW-
006503

65A, 
0.4mH

RLW-
005505

55A, 
0.8mH

MT-
63/3D55S 43-65A 52A

50 175 25kA 200 125 J 200kA DCA008005 80A, 
1.25mH

RLW-
006503

65A, 
0.4mH

RLW-
006505

65A, 
0.6mH

MT-
150/3D74S 54-80A 65A

60 200 25kA 200 150 J 200kA DCA009202 92A, 
0.60mH

RLW-
008303

83A, 
0.3mH

RLW-
008305

83A, 
0.5mH

MT-
225/3D107

65-
100A 77A

75 250 25kA 200 175 J 200kA 125RB003 125A, 
0.50mH

RLW-
010403

104A, 
0.2mH

RLW-
010405

104A, 
0.4mH

MT-
225/3D153

85-
125A 96A

100 350 25kA 400 225 J 200kA 125RB003 125A, 
0.50mH

RLW-
013003

130A, 
0.2mH

RLW-
013005

130A, 
0.3mH

MT-
225/3D130

85-
125A 124A

125 400 25kA 400 300 J 200kA 200RB003 200A, 
0.4mH

RLW-
016003

160A, 
0.155mH

RLW-
016005

160A, 
0.26mH

MT-
225/3D130

120-
180A 156A

150 450 25kA 400 350 J 200kA 200RB003 200A, 
0.4mH

RLW-
020003

200A, 
0.1mH

RLW-
020005

200A, 
0.2mH

MT-
400/3D200

120-
180A 180A

200 600 25kA 600 450 J 200kA 240RB002 240A, 
0.25mH

RLW-
025003

250A, 
0.095mH

RLW-
025005

250A, 
0.16mH

MT-
400/3D200

140-
220A 180A

250 800 25kA 600 600 J 200kA 450RB003 450A, 
0.14mH

RLW-
032203

322A, 
0.07mH

RLW-
032205

322A, 
0.13mH

MT-
800/3D350

260-
400A 302A
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Mitsubishi Electric US, Industrial Automation PowerGate Electrical Data (472V – 660V)

System 
hp

Circuit 
Breaker Fused Disconnect

DC Choke  
(MTE or Equivalent)

3% Reactor  
(MTE or Equivalent)

5% Reactor 
(MTE or Equivalent)

Overload 
(Mitsubishi 

or 
equivalent)

O/L

Amps AIC
Switch 
Max 

Amps

Fuse 
Amps

Fuse 
Class AIC Range Preset

1 15 14kA 30 3 J 200kA DCA000204 2A,  
50mH

RLW-
02P105

2.1A, 
18mH

RLW-
02P106

2.1A, 
22mH

MT- 
32/3D2.1

1.4- 
2A 1.7A

2 15 14kA 30 4.5 J 200kA DCA000404 4A,  
25mH

RLW-
04P806

4.8A, 
10mH

RLW-
03P406

3.4A, 
14mH

MT-
32/3D3.3

2- 
3A 2.7A

3 15 14kA 30 6 J 200kA DCA000403 4A,  
15mH

RLW-
04P805

4.8A, 
7.7mH

RLW-
04P806

4.8A, 
10mH

MT- 
32/3D5

2.8-
4.4A 3.9A

5 20 14kA 30 10 J 200kA DCA000904 9A, 
11.5mH

RLW-
07P605

7.6A, 
4.8mH

RLW-
07P606

7.6A, 
6mH

MT- 
32/3D7.5

5.2-
8.0A 6.1A

7.5 25 14kA 30 15 J 200kA DCA000903 9A,  
7.5mH

RLW-
001105

11A, 
3.3mH

RLW-
001106

11A, 
4.2mH

MT- 
32/3D11

7- 
11A 9.0A

10 30 14kA 30 20 J 200kA DCA001204 12A, 
 6mH

RLW-
001103

11A, 
1.3mH

RLW-
001106

11A, 
4.2mH

MT- 
32/3D11

9.0-
13.0A 11A

15 45 14kA 60 30 J 200kA DCA001804 18A, 
3.75mH

RLW-
002105

21A, 
1.8mH

RLW-
002106

21A, 
2.2mH

MT- 
32/3D19

12.0-
18.0A 17A

20 60 14kA 60 40 J 200kA DCA002505 25A,  
4mH

RLW-
002805

28A, 
1.3mH

RLW-
002806

28A, 
1.6mH

MT-
32/3D21.5

18.0-
26.0A 22A

25 70 14kA 60 50 J 200kA DCA003203 32A, 
2.68mH

RLW-
002803

28A, 
0.82mH

RLW-
002806

28A, 
1.6mH

MT- 
32/3D27

24.0-
34.0A 27A

30 80 14kA 60 50 J 200kA DCA003203 32A, 
2.68mH

RLW-
003503

35A, 
0.71mH

RLW-
003505

35A, 
1.2mH

MT- 
32/3D34

24-
34A 32A

40 100 14kA 100 60 J 200kA DCA005003 50A, 
1.35mH

RLW-
004603

46A, 
0.55mH

RLW-
004605

46A, 
0.98mH

MT-
63/3D42S

34-
50A 41A

50 150 14kA 100 70 J 200kA DCA62RB004 62A, 
1.2mH

RLW-
005503

55A, 
0.48mH

RLW-
005505

55A, 
0.75mH

MT-
63/3D55S

54-
80A 62A

60 175 14kA 200 80 J 200kA DCA62RB004 62A, 
1.2mH

RLW-
006503

65A, 
0.38mH

RLW-
006505

65A, 
0.64mH

MT-
95/3D74S

54-
80A 62A

75 200 14kA 200 90 J 200kA 80RB004 80A, 
0.75mH

RLW-
008303

83A, 
0.29mH

RLW-
008305

83A, 
0.51mH

MT-
95/3D83S

65-
100A 77A

100 250 14kA 200 200 J 200kA DCA011003 110A, 
0.45mH

RLW-
010403

104A, 
0.23mH

RLW-
010405

104A, 
0.375mH

MT- 
225/3D80

65-
100A 99A

125 350 14kA 400 225 J 200kA 125RB003 125A, 
0.50mH

RLW-
013003

130A, 
0.18mH

RLW-
013005

130A, 
0.3mH

MT-
225/3D130

100-
150A 125A

150 400 14kA 400 300 J 200kA 150RB003 150A, 
0.32mH

RLW-
016003

160A, 
0.155mH

RLW-
016005

160A, 
0.26mH

MT-
225/3D130

120-
180A 144A

200 500 14kA 400 350 J 200kA 200RB003 200A, 
0.4mH

RLW-
020003

200A, 
0.115mH

RLW-
020005

200A, 
0.2mH

MT-
400/3D200

140-
220A 192A

250 700 14kA 600 450 J 200kA 300RB003 300A, 
0.32mH

RLW-
025003

250A, 
0.095mH

RLW-
025005

250A, 
0.16mH

MT-
800/3D265

260-
400A 325A
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Standard Features: 
•	 2-contactor bypass, allowing positive disconnection of 

power to the VFD during bypass operation and sequencing 
output power based on the operator’s selection

•	 Selectable standard miniature circuit breaker for 230V and 
480V models up to 10 hp; molded-case circuit breaker 
above 10 hp, rated at 5 kA SCCR

•	 Selectable standard fused disconnect rated at 100kA SCCR

•	 5% impedance AC-line reactor

•	 HOA keypad for parameter entry and operating values 
display

•	 VFD with V/Hz control, RS-485 / Modbus® RTU and 
BACnet® MS/TP communications

•	 The VFD includes EMC/RFI filter, 3 sets of user adjustable 
skip frequencies, PID, dual PID and choice of 0–5Vdc, 
0–10Vdc or 4–20mA speed reference

•	 Class 20 equivalent motor overload protection

•	 Catch a spinning load / windmill start activated

•	 Class 2 control transformer

•	 Convenient power entry and exit from bottom of the panel 
with generous contractor wiring area

Bypass Alpha controller with LCD display of operation  
status display includes, but not limited to:

•	 VFD Mode	 •  Real-time clock
•	 Current Date	 •  Bypass Type
•	 System Off	 •  Run Closed
•	 Run Open	 •  Run Hours
•	 Bypass Mode	 •  Bypass Fault
•	 I/O Screen	 •  Forced Run
•	 Test Mode	 •  Bypass Hours
•	 VFD Fault	 •  Version Control
•	 Fireman Mode

Options: 
•	 Damper Vane Actuator Relay
•	 Extended analog output
•	 Communication networks: LonWorks®, Metasys® N2,  

Siemens FLN, EtherNet/IP™, Modbus® TCP/IP,  
BACnet® IP, and PROFINET®

POWERGATE ‘E’ SERIES
Economical Solution for Pump and  
Fan Control – NEMA 1

Part Number Structure

Symbol Horsepower Rating

001 – 025 1 – 25 HP* NEMA

Symbol Input Voltage

2

4

208 – 240V

380 – 480V

Symbol Bypass Type

S Standard bypass

Symbol

C UL 489 circuit breaker
(5kA SCCR)

F Fused disconnect (100kA SCCR)

Symbol

1 NEMA 1

E

Symbol Options

A Damper vane actuator relay fitted

C Extended analog output

Disconnect Type

Enclosure Type

Symbol

R

Enhanced RS-485 capability
Siemens FLN, Metasys N2
(Modbus RTU and BACnet,
MS/TP are standard)

L

E
Ethernet communications
(Ethernet/IP, Modbus TCP/IP,
BACnet IP, PROFINET)

Symbol Reactor Type

5 5% input reactor 

Select one option if required, otherwise leave blank

Network Type

LonWorks

*Maximum HP varies according to voltage and
enclosure type.

The PowerGate 'E' (Economy) series is a standard bypass solution for commercial 
pump and fan applications with limited options to fit application needs.
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Standard Product with Fused 
Disconnect & 2 Contactor Standard  

Bypass VFD System
208V–240V Based VFD System

Panel Size
460V Based VFD System

Panel Size

hp kW Model Number Amps Model Number Amps
1 1 E1F2001S 4.6 A E1F4001S 2.1 A
2 1.5 E1F2002S 7.5 A E1F4002S 3.4 A
3 2.2 E1F2003S 10.6 A E1F4003S 4.8 A
5 3.7 E1F2005S 16.7 A E1F4005S 7.6 A

7.5 5.5 E1F2007S 24.2 B E1F4007S 11 A
10 7.5 E1F2010S 30.8 B E1F4010S 14 B
15 11 E1F2015S 46.2 B E1F4015S 21 B
20 15 E1F2020S 59.4 B E1F4020S 27 B
25 20 N/A N/A B E1F4025S 34 B

Standard Product with Circuit 
Breaker & 2-Contactor Standard 

Bypass VFD System
208V–240V Based VFD System

Panel Size
460V Based VFD System

Panel Size

hp kW Model Number Amps Model Number Amps
1 1 E1C2001S 4.6 A E1C4001S 2.1 A
2 1.5 E1C2002S 7.5 A E1C4002S 3.4 A
3 2.2 E1C2003S 10.6 A E1C4003S 4.8 A
5 3.7 E1C2005S 16.7 A E1C4005S 7.6 A

7.5 5.5 E1C2007S 24.2 B E1C4007S 11 A
10 7.5 E1C2010S 30.8 B E1C4010S 14 B
15 11 E1C2015S 46.2 B E1C4015S 21 B
20 15 E1C2020S 59.4 B E1C4020S 27 B
25 20 N/A N/A B E1C4025S 34 B

44.000  
 

43.000  

6.920

5.338 
8.949  

 
10.790

System Dimensions 
240V: 1, 2, 3, & 5 HP
480V: 1, 2, 3, 5, & 7.5 HP

System Dimensions 
240V: 7.5, 10, 15, & 20 HP
480V: 10, 15, 20, & 25 HP

53.000  

 
52.000  

8.338

9.890

11.298

13.128

Panel A Panel B
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PowerGate ‘E’ Electrical Data 
Mitsubishi Electric US, Industrial Automation PowerGate Electrical Data (208V – 240V)

Voltage hp Metal 
Frame Size

CKT Breaker 
Size (A) Fuse Size (A)

L503 Line 
Reactor (5%) 

Model Number

T511
Control XFMR 

Size (VA)

M608A/M606
Reversing 

Contactors P/N

OL503 Overload 
Relay Model 

Number

208V 1 A 8 2 RLW-07P603 75 S-T21AC24V2A2B TH-T25KP5A
208V 2 A 13 12 RLW-001103 75 S-T21AC24V2A2B TH-T25KP6.6A
208V 3 A 16 17.5 RLW-001403 75 S-T21AC24V2A2B TH-T25KP11A
208V 5 A 25 25 RLW-002803 75 S-T21AC24V2A2B TH-T25KP15A
208V 7.5 B 40 40 RLW-003503 96 S-T50AC24V2A2B TH-T50KP22A
208V 10 B 60 70 RLW-004603 96 S-T50AC24V2A2B TH-T50KP29A
208V 15 B 80 70 RLW-006503 96 S-T50AC24V2A2B TH-T50KP35A
208V 20 B 100 80 RLW-008303 96 S-T65AC24V2A2B TH-T65KP54A

Voltage hp Metal Frame 
Size

CKT Breaker 
Size (A) Fuse Size (A)

L503 Line 
Reactor (5%) 

Model Number

T511
Control XFMR 

Size (VA)

M608A/M606 
Reversing 

Contactors Model 
Number

OL503 Overload 
Relay Model 

Number

460V 1 A 4 3.5 RLW-02P105 75 S-T21AC24V2A2B TH-T25KP2.1A
460V 2 A 8 5 RLW-03P405 75 S-T21AC24V2A2B TH-T25KP3.6A
460V 3 A 10 6 RLW-04P805 75 S-T21AC24V2A2B TH-T25KP5A
460V 5 A 15 12 RLW-07P605 75 S-T21AC24V2A2B TH-T25KP6.6A
460V 7.5 A 20 17.5 RLW-001105 75 S-T21AC24V2A2B TH-T25KP11A
460V 10 B 30 20 RLW-001405 96 S-T21AC24V2A2B TH-T25KP15A

460V 15 B 40 40 RLW-002105 96 S-T50AC24V2A2B TH-T50KP29A

460V 20 B 50 40 RLW-002805 96 S-T50AC24V2A2B TH-T50KP29A
460V 25 B 60 70 RLW-003505 96 S-T50AC24V2A2B TH-50KP42A

Mitsubishi Electric US, Industrial Automation PowerGate Electrical Data (460V)
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